
brings water to life

Swimflo Dual Speed
Pump & Controller

Efficient and Cost Effective
- Perfect For Swimming
Pools & Spas



The Certikin Swimflo Dual speed pump can be used in place of a regular circulation pump. Used in

conjunction with the Swimflo Dual Controller and Digital Timer, Swimflo Dual is simple to use and

operates on an energy saving low rate setting for filtration and a high rate setting for backwashing and

shock dosing.

The virtually silent low speed setting also offers improved filtration as the water passes more slowly

through the filter media.

On low speed setting, the Swimflo Dual uses around an eighth of the energy of a standard pump - saving

you money. In terms of energy savings, on average this pump would pay for itself in just over two years.

SWIMFLO DUAL SPEED PUMP

How does it work?
The main characteristic of a dual speed pump is the possibility to

select the speed to work with, depending on the usage needs. As a

rule of thumb, the filtering process will be performed in the low

speed mode with the aim of taking advantage of its energy saving

characteristics, low noise level and better filtering quality. In

accordance with these features, the filtering time is roughly

doubled as the flow rate decreases to half when working at low

speed.

Pool accessories such as heaters, heat exchangers, cleaning

systems and chemical dosing systems do require the pump to be in

use in order for them to operate. In most cases these devices work

correctly at low speed, provided that the minimum operating flow

is less than 6m3/hr. If this is not the case you can usually operate

at high speed for the time necessary for it to fulfil its function.

The high speed setting should be used when performing chemical

shock treatments, using cleaning products, backwashing the filter,

running suction cleaners or when using solar heating.

How to move from a single speed
pump to Swimflo Dual
Generally, most of the operating time will be spent in low speed

mode, but part of the time will be spent at high speed. A good

starting point would be to work 80% - 20%, although this will

depend on the filtering needs and use of the pool.

So, 80% of the usual high speed operating time will be moved to

low speed. For this 80%, the time established at low speed should

be doubled compared to at high speed. The remaining

20% will be kept at high speed, as shown in the example below:

Starting point: Single speed pump, filtering five hours per day.

Working hours: ON from 11am to 4pm

Proposal: Out of the five hours operation, four are spent at low

speed. This would mean doubling the working time at low speed to

eight hours, with one hour spent at high speed.

Operation: LOW SPEED ‘ECO’: from 9am to 12pm and from 1pm

to 6pm. HIGH SPEED ‘TURBO’: from 12pm to 1pm

High Speed

Low Speed

HEAD

10m

10m

m3/h

24

12

Kwh

1.54

0.34

AMPS

7.0

1.5

Swimflo Dual Speed Pump - HGS151DS
Energy Consumption
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TECHNICAL SPECIFICATION

brings water to life

Swimflo Dual Speed
Pump & Controller

0

2

4
6

8
10
12
14

16

0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30

H
ea

d
(m

)

Flowrate (m3/h)

3000 rpm

1500 rpm

0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34
0
2
4
6
8

10
12
14
16
18
20

H
ea

d
(m

)

Flowrate (m3/h)

3000 rpm

1500 rpm

1HP Swimflo Dual Speed Pump - 230V - HGS101DS

1.5HP Swimflo Dual Speed Pump - 230V - HGS151DS
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Certikin International Ltd
www.certikin.co.uk

This literature is intended as a guide. The Company resrves the right to change the
specifications without notice.

If you require further technical information
please do not hesitate to contact us

Swimflo Dual Digital Timer
Part code: TDS0015
The specially designed digital timer allows the user to select the
pump speed according to filtration needs with different pro-
grammes depending on the day of the week and the bathing sea-
son, allowing an even greater energy saving and giving the
possibility of better filtration.
It has control modes for Manual/ Auto – Stop/ Eco/ Turbo and also
has two special programmes, BACKWASH and RINSE.

Swimflo Dual Control Box
Part code: CDS0015
The specially designed electrical cabinet allows easy switching
from ECO to TURBO mode. This 220mm x 150mm prewired con-
trol box includes the following items:
1 x 30mA RCD
1 x overload 6mA – 10mA
2 x 25A trip (one for each speed)
1 x Swimflo Dual Digital Timer

TIMERS & CONTROL BOX


